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■

Large work area / 4 axis High
Auto position correction by V

TSP & FPD

Outstanding Performance
& Unique design for

S t F t■ System Features

■ Use RF CO2Laser
■ Can operate Individually by LCD Touch monitor controller
■ Used the Highly-efficient CCD system
■ Automatic Front Door for convenient access
■ Synchronization Motion control & Auto focus Z axis
■ Real-time exhaust function at top & bottom

■

Large Size cutting & High Precision Mechanical

■ Large working area : 1000 x 730mm
■ High-Precision X-Y1-Y2-Z Axis motion system
■ Stability mechanical structure gives a high speed cutting

& repeatability

■

LC-L+LC L+
h-precision cutting

Vision system

Hi h Q lit C tti C biliti■

■

High-Quality Cutting Capabilities

■ To improve a cutting quality, equipped a driver to
control output power linked to a cutting speed

■ Automatic control of Cutting speed & Laser Power for corner
to increase a cutting quality

Human-Factor Controls
■ Easy to Run & modify job file by built in PC & Touch LCD Controller

■

■

Easy to Run & modify job file by built in PC & Touch LCD Controller
■ More Simple operating due to MMI program which control the system
■ User friendly Interface
■ For user’s safety, Main front Door & Light-curtain Interlock

Real-time Exhaust structure & Cutting Table
■ Real-time exhaust units at top & bottom of Cutting table
■ Dust collector at bottom of cutting tableg
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SPECIFICATION

Size

Work Area

Z Axis Move

SPECIFICATION
1765(L) x 1650(W) x 2175(H) mm
1765(L) x 1650(W) x1750 (H) mm

1000 x 730mm (39.37″x 28.74″)

50mm(Auto /Manual Move)

Laser Spec.

Wavelength

Spot Size Ø = 0.076mm

RF CO2 Laser 60/100W

( )

9.3 / 10.6μm

Cutting Width

Cutting Speed

PPI

Repeatability

0.07 ~ 0.2mm (according to Mate

400mm/sec (15.75 inch/sec)

4064, 2032, 1354, 1016, 812, 67

±0.02mm

Mode

CCD Pixel

Interface

Vector Cutting and Spot Drilling

640 x 480

USB Cable

Weight

Beam Pointer

Dust Collector

600Kg

LD Pointer (Red beam)

Static Pressure : > 200 ~ 250mm

Air flow : > 18.0m³/ min

Power

Air pressure

Control system

220VAC,15A(20A), 50~60Hz

5.5 Kg/cm²

Industrial PC & 17” Touch Monito
Auto CCD MMI Program / Contro

Microsoft and windows are registered tradem
LPTech and LPTSLC-L+ are registered tradem

Environment 15C′~ 35C, ′ 58F′~ 85F′

SLC-L+SLC-L+

m (With Tower Lamp)
m (Without Tower Lamp)

erials)

7

Manual Control Panel

mAq

Lptech.co.,ltd

or
ol Panel

Head office
#903,911 Woolim Lion’s Valley 3-cha
24 Dunchon-daero 388 beon-gil, Jungwon-gu,
Gyeonggi-do, South Korea
Zip code : 462-819
TEL : +82-31-720-5450~1
FAX : +82-31-720-5459
http://www.lptech.co.kr
E-mail : lpt@lptech.co.kr

marks of Microsoft Corporation
marks of Laser Precision Technology Corp


